
Thank you for your purchase of the Bitforce SC™ (ASIC) Miner. 
We appreciate your business and value you as a customer.

To begin setting up your device, please remove the power supply and USB cable from the box 
and plug them into the appropriate inputs on the back of your miner. Plug your power cable into 
an electrical outlet and the USB cable into the USB port of your host computer. The drivers for 
the miner should install automatically by searching Windows Update. (For support, please refer to 
http://forums.butterflylabs.com and http://butterflylabs.com/drivers for more information on install-
ing drivers for other supported operating systems, such as Linux, OSX, and other versions of 
Windows.)

SETUP:

www.butterflylabs.com 
1-800-809-MINE (6463)

DOWNLOAD MINING SOFTWARE:

Once your PC recognizes your Bitforce SC™ device, you are ready to download the appropriate 
Bitcoin mining software. Butterfly Labs has developed easy to use mining software, EasyMiner™. 
EasyMiner™ combines two of the top Bitcoin mining programs, BFGMiner and CGMiner, into a 
graphical interface that requires minimal setup while providing current statistics about your miner 
and the Bitcoin network, such as the current price and network hashrate. Download EasyMiner™ 
at http://www.butterflylabs.com/drivers. 

Go to the Settings tab and input your payment method in the appropriate area. Once you have 
input your payment information, you can now begin mining by going to the Pool Mining tab and 
clicking on the Start Mining button. Your Bitforce SC™ miner will start processing and will display 
the total number of devices connected and their hardware speed and temperature. The program 
will also estimate the daily, monthly, and yearly earnings for the miners in BTC and USD.

START MINING:
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1-800-809-MINE (6463)

OPERATING CONDITIONS

The Bitforce SC™ unit is rated for operation in standard ‘room temperature’ environments of 22˚C 
(72˚F). It is not recommended for operation in hot or unventilated conditions. If the unit detects an 
unfavorable operating environment, it will throttle itself down to the performance level needed to 
maintain safe operation.

WARRANTY

All Bitforce SC™ products carry these warranties: 
Circuit Board: Lifetime of the product line or minimum of 1-year 
Fan & Power Supply: 1-year Warranty

INCLUDED ACCESSORIES

5 GH/s Bitforce SC™ (ASIC) Miner 
-USB Cable 
-1 Power Adapter (110v-240v) International

25/30 GH/s Bitforce SC™ (ASIC) Miner 
-USB Cable 
-1 Power Adapter (110v-240v) International

50/60 GH/s Bitforce SC™ (ASIC) Miner 
-USB Cable 
-1 Power Adapter (110v-240v) International


